CSO — OPEN ROLLER EXTERIOR SCREEN

The Open Roller Exterior Screen is available in widths from 3’ — 26'. Drop screen projection ranges
from 3" - 16".

Hundreds of fabrics are available to choose from. The most popular selections include:
Variable Openness Screen Mesh from Textilene, Phifer, Mermet, Ferrari, Awntex- (horizontal
seam placement when necessary)
Solid Fabric from Sunbrella Solution Dyed Acrylic (vertical seam placement)
Blackout Fabric
Clear Vinyl Integration (limited operating temperature range)

STANDARD FRAME COLORS — CS0, CS4, GS5, CS6
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Learn More

WHITE CHARCOAL BROWN SAND

(354, CS5, CS6 — CASSETTE EXTERIOR SCREEN

All Cassette Exterior Screens feature extruded, powder coated aluminum cassette and convenient,
motorized operation at the push of a button. Available motors include Somfy Maestria, Somfy Altus
and Moon Radio as well as Somfy Standard motors. Offered in the following size options:

CS4 (4" Cassette): Widths from 3’ to 13’ Max. Drop: 3" = 10’
CS5 (5" Cassette): Widths from 3’ to 20’ Max. Drop: 3" = 16
CSé6 (6" Cassette): Widths from 6’ to 26’ Max. Drop: 3" = 16

Cassette Screens can be mounted on a wall or soffit, and are available with multiple fabric guide
options, including cable, standard track, zip track, recessed zip track, rod, pratika rail (CS5 only) or
free hanging.

Hundreds of fabrics are available to choose from. The most popular selections include:

Screen Mesh from Textilene, Phifer, Mermet, Ferrari, or Awntex (seams can be configured
horizontally as required)

Solid Fabric from Sunbrella Acrylic (vertical seam placement)

Blackout Fabric

Clear Vinyl Integration (limited operating temperature range)




FABRIC GUIDANCE OPTIONS:

Standard Track Rail
U-shaped track rail with
bottom hem bar end cap

designed to move up
and down inside the track
opening.

Rod

Stainless steel solid
rod guidance with
attachment to bracket
or cassette guided
through bottom hem
bar end cap.

Cable

Wire top attachment to
bracket or cassette guided
through bottom hem bar
end cap with optional
attachments at the bottom.

Zip Track Rails
Fabric with welded side edge
zipper offers a captured edge

for fabric side retention and
bottom hem bar end into a U
shaped track with insert.

Free Hanging/No
guidance

option with external
bottom hem bar
profile or concealed
weight bar in fabric
pocket without cable,
track rail, or rod
guidance assistance.

Recessed Zip Track
Rails

Inner and outer tracks
are recessed into

wall or columns and
hidden from view upon
final construction and
installation.

Pratika Rail

is a drop screen

with cassette that is
perfect for when total
closure is required, as
it does not allow light
to getin.

SPECIFICATION cso csa ces cse
CHART
. 3'-26'
Width (32" for CSO 313 320" 6' - 26"
(1/4" increments) ; X
with a split)

Projection 3'-16' 3'-10 3'-16 3'-16'
Clear vinyl windows - , . , , . , ' ;
width for Group 5A 316 313 3-16 - 16
Clear vinyl windows -
projection for Group 3-12 3-8 3-12 3-8
5A
Cassette options NONE 4" 5" 6"

70 mm up to 13’

80 mm up to 16’ %0 )
Roller tube sizes 5> mm up o 20" 70 mm 85 22 Eg Jttg ;8 110 mm standard

110 mm up to 26 up to 26’

80 mm as split
roller up to 32’
Comple.te fabric No Yes Yes Yes
protection
Available with guides:
cable, rod, zip, Yes Yes Yes Yes
recessed and regular
track
Pratika rail No No Yes No
Available as Hood not Hood not Hood not
Hood . needed with needed with needed with
an option

cassette option

cassette option

cassette option

Motorized or manual

Available as
motor or manual

Available as
motor or manual

Available as
motor or manual
(manual up to 16')

Motorized only

Frame colors

White, Charcoal,
Sand, Brown

White, Charcoal,
Sand, Brown

White, Charcoal,
Sand, Brown

White, Charcoal,
Sand, Brown

Custom colors

Please call for

Please call for

Please call for

Please call for

availability availability availability availability
Framework warranty 10 year 10 year 10 year 10 year
Soffit mount Yes Yes Yes Yes
Wall mount Yes Yes Yes Yes




